# 28 APPARATUS CABINETS

## REQUIREMENTS AND ADJUSTMENTS

<table>
<thead>
<tr>
<th>CONTENTS</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>1. GENERAL</td>
<td>1</td>
</tr>
<tr>
<td>2. REQUIREMENTS AND ADJUSTMENTS</td>
<td>2</td>
</tr>
<tr>
<td>Bottom printer cover</td>
<td>4</td>
</tr>
<tr>
<td>Carriage-return and line-feed levers</td>
<td>7</td>
</tr>
<tr>
<td>Middle printer cover</td>
<td>3</td>
</tr>
<tr>
<td>Paper guide</td>
<td>8</td>
</tr>
<tr>
<td>Printer cover latches</td>
<td>6</td>
</tr>
<tr>
<td>Slide stops</td>
<td>7</td>
</tr>
<tr>
<td>Top and middle printer cover depth</td>
<td>5</td>
</tr>
<tr>
<td>Top printer cover</td>
<td>2</td>
</tr>
<tr>
<td>Window</td>
<td>8</td>
</tr>
</tbody>
</table>

1.02 This section is reissued to revise the adjustment procedure for the carriage-return and line-feed levers.

1.03 In this section, all references to direction are indicated viewing the cabinet from the front.

Note: Teletypewriter apparatus must be in the rearmost position before closing the cover.

1.04 In this section, all references to a printer refer to the teletypewriter unit involved in the requirement.

1.05 The figures in this section show the adjusting tolerances and positions of moving parts. The illustrations are arranged so that the adjustments are in the sequence that would be followed if a complete readjustment of the apparatus were being made. In some cases where an illustration shows interrelated parts, the sequence that should be followed in checking the requirements and making the adjustments shown is indicated by the letters (A), (B), (C), etc.
2. REQUIREMENTS AND ADJUSTMENTS

2.01 Top Hinged Cover

1. With cover in closed position, approximately 1/16 inch clearance between bottom edge of top fixed cover and top edge of top printer cover. Covers must not touch when top printer cover is being opened.

2. With cover in closed position, side clearances between top printer cover and top fixed cover must be approximately equal.

To adjust:

1, 2: Close top printer cover and open middle printer cover. With four top printer cover hinge mounting nuts friction tight, position top printer cover to meet (1) and (2) above.
2.02 Middle Hinged Cover

**MIDDLE PRINTER COVER REQUIREMENT**

1. With cover in closed position, approximately 1/16 inch clearance between bottom edge of top printer cover and top edge of middle printer cover. Covers must not touch when middle printer cover is being opened.

2. With cover in closed position, side clearances between top and middle printer covers must be approximately equal.

**TO ADJUST**

1. Close middle printer cover and open bottom printer cover. With four middle printer cover hinge mounting nuts friction tight, position middle printer cover to meet (1) and (2) above.
2.03 Bottom Hinged Cover

**BOTTOM PRINTER COVER**

**REQUIREMENT**

1. **WITH COVER IN CLOSED POSITION,** approximately 1/16 inch clearance between bottom edge of middle printer cover and top edge of bottom printer cover. Covers must not touch when bottom printer cover is being opened.

2. **WITH COVER IN CLOSED POSITION,** side clearances between middle and bottom printer covers must be approximately equal.

3. **MAX. 1/4 INCH CLEARANCE BETWEEN BOTTOM EDGE OF BOTTOM PRINTER COVER AND TOP EDGE OF CENTER CROSS BRACE.**

**TO ADJUST**

1. 2. 3. **WITH BOTTOM PRINTER COVER IN CLOSED POSITION,** remove lower front panel of cabinet with its four hinge mounting nuts friction tight, position cover to meet (1), (2), (3) above.

**NOTE:** If requirement (3) can not be met by adjustment of bottom printer cover, repeat top and middle printer cover adjustments starting with greater clearance at top edge of top printer cover.
2.04 Top and Middle Hinged Cover Depth

**TOP AND MIDDLE PRINTER COVER DEPTH REQUIREMENT**

1. With top printer cover in closed position, its left and right outer surfaces must be flush with, or no more than 1/16 inch below, left and right flanges of cabinet shell.

2. With middle printer cover in closed position, its left and right outer surfaces must be flush with, or no more than 1/16 inch below, left and right flanges of cabinet shell.

**TO ADJUST**

1. Close top printer cover and open middle printer cover. With its four hinge bracket mounting screws friction tight, position top printer cover to meet (1) above.

2. Close middle printer cover and open bottom printer cover. With its four hinge bracket mounting screws friction tight, position middle cover to meet (2) above.
2.05 Hinged Cover Latches

**PRINTER COVER LATCHES**

**REQUIREMENT**

1. WITH COVER IN CLOSED POSITION, BOLTS MUST TOUCH STRIKER PLATES.
2. BOLTS MUST ENGAGE STRIKER PLATES BY A MINIMUM OF 1/16 Inch.

**MIDDLE AND TOP COVER LATCHES**

**TO ADJUST**

1. WITH COVER OPEN AND STRIKER PLATE MOUNTING SCREWS FRICION TIGHT, MOVE STRIKER PLATES TOWARD FRONT OF CABINET. CLOSE COVER AND OPEN PAPER ACCESS DOOR. POSITION STRIKER PLATES TO MEET (1) ABOVE. CLOSE PAPER ACCESS DOOR. CAREFULLY MOVE PRINTER COVER THUMBSCREWS TOWARD EACH OTHER AND OPEN PRINTER COVER. TIGHTEN STRIKER PLATE MOUNTING SCREWS.

2. CLOSE COVER AND OPEN PAPER ACCESS DOOR, REMOVE COVER THUMBSCREWS AND THEIR LOCKWASHERS FROM EXTENSIONS. WITH THEIR LOCKNUTS LOOSE, ROTATE EXTENSIONS TO MOVE BOLTS RIGHT OR LEFT AS REQUIRED. ALIGN TAPPED HOLE IN EXTENSION WITH HOLE IN COVER. REPLACE THUMBSCREWS AND LOCKWASHERS. TIGHTEN EXTENSION LOCKNUTS.
2.06 Slide Stops and Lever Assemblies

(A) SLIDE Stops

REQUIREMENT

(1) WITH EACH PRINTER UNIT IN REARMOST POSITION, CENTER OF TYPING UNIT PLATEN MUST BE IN LINE WITH, PLUS OR MINUS 1/16 INCH, FRONT EDGE OF PRINTER COVER ABOVE IT FOR THE UPPER TWO TYPING UNITS.

(2) CENTER OF PLATEN OF BOTTOM TYPING UNIT MUST BE IN LINE WITH FRONT EDGE OF COVER ABOVE IT WITHIN 1/16 INCH FORWARD - 3/16 INCH REARWARD.

TO ADJUST

(1), (2) OPEN COVER AND LOOSEN SLIDE MOUNTING SCREWS FRICITION TIGHT. POSITION SLIDE, BASE, AND TYPING UNIT TO MEET REQUIREMENT.

NOTE: THIS ADJUSTMENT AFFECTS CARRIAGE-RETURN AND LINE-FEED LEVER ADJUSTMENTS. THEREFORE, IF SLIDE STOP ARE READJUSTED, CARRIAGE-RETURN AND LINE-FEED LEVERS MUST ALSO BE READJUSTED.

(B) CARRIAGE-RETURN AND LINE-FEED LEVERS

REQUIREMENT (EACH PRINTER COVER)

WITH PRINTER COVER CLOSED
MIN. 3/32 INCH — MAX. 5/32 INCH CLEARANCE BETWEEN HEAD OF LEVER ADJUSTING SCREW AND REAR SURFACE OF KEYLEVER MOUNTING BRACKET.

TO ADJUST

REMOVE KEYLEVER RETAINER. DEPRESS KEYLEVER ASSEMBLY AND ROTATE IT 90 DEGREES. REMOVE KEYLEVER ASSEMBLY AND KEYLEVER SPRING. CLOSE COVER AND TURN LEVER ADJUSTING SCREW, ACCESSIBLE THROUGH HOLE IN COVER, TO MEET REQUIREMENT.
2.07 Window and Paper Guide

**WINDOW**

**REQUIREMENT**

PAPER MUST CLEAR PAPER GUIDE BY 1/16 INCH WHEN CLOSING PAPER ACCESS DOOR.

**TO ADJUST**

LOOSEN FOUR SCREWS OF WINDOW RETAINERS FRICITION TIGHT AND POSITION TO MEET REQUIREMENT. MAKE SURE GASKET IS BETWEEN GLASS WINDOW AND METAL SURFACE.

![Diagram of window and paper guide]

**PAPER GUIDE**

**REQUIREMENT**

BOTTOM EDGE OF PAPER GUIDE MUST BE Flush WITH BOTTOM SURFACE OF WINDOW.

**TO ADJUST**

LOOSEN THREE SCREWS ON BACK OF PAPER GUIDE ON COVER FRICITION TIGHT AND POSITION TO MEET REQUIREMENT.