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1. GENERAL

1.01 The 28 Keyboard Send-Receive (KSR)

Teletypewriter Sets are electromechan-
ical apparatus that provide terminal facilities
for exchanging page-printed messages over ap-
propriate transmission facilities including tel-
egraph lines, telephone networks, and radio
channels. An operator sends the messages by
typing them on a keyboard, and the originating
set and those at distant stations print them on

operate at various speeds up to 100 words per
minute.

1.02 The 28 Receive-Only (RO) Sets are sim-

ilar to the KSR Sets, but have no key-
board sending facilities. They are used in ap-
plications that require only the reception of
page-printed messages.

1.03 The KSR and RO Sets can be used for
recorded communication either cross
office or cross country. With the proper mod-
ifications, they will function in dial or other
switched-line networks. Utilizing the capabil-
ities of a built-in switching dewvice, the stunt
box, the Sets will operate in selective calling
systems (par, 5.01), and provide local or remote
control of external equipment or operations,

2. VARIATIONS

2.01 The sets are available in several con-
figurations to meet varying installation
and operational requirements:

(a) Floor Model Set - A floor-standing set
with additional space for accessory
equipment (Fig. 1).

(b) Table Model Set - Identical to the Floor
Model Set except that it contains no ad-
ditional space and it rests on a table (Fig. 2).

(c) Rack Mounted Set - Equipped with a
close-fitting enclosure, is compact and
rests on an equipment rack or on a table

(Fig. 3).
(d) Wall Mounted Set - May be mounted on
a wall surface to conserve floor space

(Fig. 4).

{e) Multiple KSR and RO Set - Provides two
RO and one KSR, or three RO sets in a
single enclosure (Fig. 5).
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Figure 1 - Floor Model Keyboard Send-Receive (KSR) Teletypewriter Set
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3. COMPONENTS

3.01 The component complement of a KSR Set
may vary from one installationto another,
depending upon the operational requirements.
In general, a KSR Set consists of a typing unit,
a keyboard base, motor unit, electrical service
unit, and enclosure. A complete description of
these components will be found in the appro-
priate section for a particular component.
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3.02 Themotor unitand typing unit are mount-
ed on the base portion of the keyboard.
The motor unit supplies rotary motion through
a gear set to the typing unit which, in turn,
supplies it to the keyboard. Gear sets may be
interchanged to obtain various operating speeds
up to 100 WPM. The kevboard and electrical
service unit are mounted in a cabinet or en-
closed by covers. The receive-only base re-
places the keyboard in the Receive-Only Set.

PAPER ROLL

TYPING
UNIT

COPY
— HOLDER

— ENCLOSURE

RECEIVE-ONLY
BASE

Figure 2 - Table Model Receive-Only (RO) Teletypewriter Set
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Figure 3 - Rack Mounted Send-Receive (KSR) Teletypewriter Set

TYPING UNIT (Fig. 6)

3.03 The typing unit contains the mechanism

necessary for translating electrical in-
put signals into printed, alpha-numeric charac-
ters or functional control operations. The unit
may be equipped to accommeodate either friction
or sprocket feed paper, in single or multi-copy
form, either rolled or fan folded. It includes a
stunt box that provides, non-printing functions
such as case shifting, carriage return and line

Page 4

feed and, in addition, switching facilities for
remote controls, station selection, and other
applications.

SEND-RECEIVE KEYBOARD AND RECEIVE-
ONLY BASE (Figs. 2 and 6)

3.04 Both the send-receive keyboard and the

receive-only base provide mounting fa-
cilities for the typing unit, motor, driving gears,
and various mechanisms required for control of
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Figure 4 - Wall Mounted Send-Receive (KSR) Teletypewriter Set
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Figure 5 - Typical Multiple KSR and RO Set
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