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CHANGES AND_ADDITIONS
IN BULLETIN NO. lllﬂl 1SSUE 2, JANUARY, 1943

This correctlion sheet covers changes and additions to the TG=7-A and
TG-7-B printer sets and the special parts applying to the TG-37-B printer sets.

The Fo C es 0 to the TG=7=A Printer Sets:
Page 15

A 2191 lock washer has been added to each of the two 7L059 screws on the
9974 resistor. .

The 75436 resistor (3000 ohms), illustrated at the top of the 99816 relay
base, has been replaced by a 74614 resistor (2600 ohms).

The 3438 washers, listed with the 68l0 screws at the top of the 99816
relay base, are no longer used.

Page 18

The power supply name plate, located on the front of the 10352, resistor
cage, may be ordered as "103604 name plate" and is mounted by means of
four 103782 drive screws.

The Following Changes Apply to the TG-7-A, TG-7-B and TG-37-B Printer Sets:
Page 13

The small cable clamp, located on the underside of the 103378 base, below
the control switch, may be ordered as "825L cable clamp" and is mounted by
means of a 1176 screw, 2191 lock washer, and 7002 washer.

Eheﬁlﬂﬂiﬁ? fusetron (1.4 amp.) has been replaced by a 103286 fusetron
1.6 amp. )

The 5599 nuts, used with the 33-179 screws for mounting the TL425
receptacle, have been omitted.

Page 15

The 73175 lock washer, used with the 70892 nut for mounting the 70893
nipple of the lamp socket to the 74421 bracket, has been replaced by a
105912 lock washer.

Pages 17 and 22

The F-3 Filter Unit (assembly) listed at the foot of pages 17 and 22
should read "99250 motor - governor filter unit (assembly)."
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Page 19

In order to refine the adjustment of the 7396 and 7397 brackets and the
9203 brackets (with rollers), 93737 shims (.004 thick) are now used with
the 3458 shims (.015 thick).

Page 20

In order to refine the adjustment of the 7372 bearing bracket, 107112
shims (.002 thick) are now used with the 74891 shims (.00L thick).

Page 22

The 2846 washers, used with the 74567 screws, for mounting the motor,
have been replaced by 76555 washers.

Page 25

The page number in the notation under the 80466 platen crank (assem.)
should read "7" instead of "17",

A note reading "used on CH-62-A" should be added under the 103620 screw
(with washer).

The Following Changes Apply to the TG-7-B and TG-37-B Printer Sets:

Page 18

The power supply name plate, located on the right side of the 103524
resistor cage, may be ordered as "105235 name plate" and is mounted by
means of four L9158 screws and four 34-11 nuts.

The cable, for the resistors in the 10352, cage, may be ordered as
"105526 cable - resistor.t

Page 25

In order to improve the mounting arrangement of the typing unit for trans-
portation purposes, the sub-base of the CH-62-B chest has been redesigned,
employing locating blocks and the use of a clamping device instead of the

No. 103620 screws and associated No, 103621 wrench. The parts embodied in
the new mounting device are as follows:

107078 Channel Clamp - Short 2)
)} Left 35ide
107080 Clamp Plate 2)

107079 Channel Clamp - Long 1)
g Right 3ide
107081 Clamp Flate 1

107083 Bolt
107082 VWing Nut
107084 Lock Viasher
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Page 25 (Cont.) (EE=-476)

In order to hold the type bar carriage securely in a central position when
being transported, spring hooks are provided to be hooked around the
carriage roller mounting studs and the front carriage track supports.
These spring hooks may be ordered as follows:

_ 91239 Spring Hook - Left
- 91240 Spring Hook - Right

To add a margin of safety to the CH-62-B chests furnished in the future,
the 102510 lord mountings have been replaced by 107091 lord mountings
which are of a higher impact rating and eliminate the use of the 103377
washer between the 2920 lock washer and the 103611 spacer. The 102510
lord mountings, however, may still be furnished on sub-bases with the new
b clamping device until the 107091 lord mountings are available.

The Following Changes Apply only to the TG-37-B Printer Sets

Except as herelnafter enumerated, all parts designated for use on TE7-B
in Bulletin No. 1110, are also used on TG-37-B printer sets, including the
various cables which, however, are wired in accordance with wiring diagram
No. W.D. 2217 for TG-37-D.

Page &
The 81956 blocking bail has been replaced by a 105381 blocking bail.

The 74127 function lever #12, line feed, and the 74131 function lever #2,
carriage return, have been replaced by 84928 function lever #l2, line feed,
and 84927 function lever #2, carriage return, which operate in the "letters"
position only.

The 74932 function lever #7, blank, and its associated 87402 spring have
been replaced by 24060 function lever #7, blank, and its associated L4708
spring, which suppresses printing and spacing in "letters" position only.
This function lever and spring may be ordered under one number as 84061
function lever #7, blank (with spring).

A set of parts for converting TG-7-E printer sets to TG-37-B printer sets
may be ordered as "81123 set of parts" and consists of the following items:

74202  "Blank" selection type bar 1

70185  "Blank" selection pull bar 1

7634  "Blank" selection pull bar spring 1

) 84,061 Function lever #7 Blank (with spring) 1
£ 8,927 Function lever #2 Carriage Return 1
. 2,928 Function lever #12 Line Feed 1
#82750 Set of type bar pallets 1

96559 Type bar pallet 1

#106040  Set of spring cushion keytops 1

99564  Spring cushion keytop 1

: #87403  Set of mechanical motor stop parts 1
vy 105381 Blocking bail 1

#3ee following page for component parts.

The illustrations on the following page cover additional special
parts applying to the TG=37-B printer set.
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NOTE (B (See Page L)

In addition to the parts illustrated, the 10287, power leads filter
(assembly) includes one each of the following screws: 1226, 1269, 75400, and
93115 for mounting this assembly to Model 15 printer bases of types other than
those standardized for U. S. Government service. For use of these extra screws

refer to Specification 5-5311, furnished with each 102874 power leads filter
(asaamblar]. .
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