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SOTUS - SEQUENTIAL SELECTOR

AND SELECTOR PANEL
REQUIREMENTS AND PROCEDURES

1. GENERAL

1.001 This Addendum supplements Section P33.005,

Issue 5 to provide: (a) A requirement to
prevent operating fallures caused by insufficient
clearance between selected function levers and
their associated blockling levers, and (b) An
adJustment to insure a universal contact closure
time of at least .035 meconds, This issue super-
sedes Issue A.

3. SEQUENTIAL SELECTCR

The following changes apply to Part 3 of this
gectlon:

(a) 3.31 - Add the following note to the note
which follows the Blocking and Latehing
Lever Assembly Lower Comb adJustment.

Note: Make certain that there 1s at least .015
inches clearance between the front edge of
every selected functlion lever and the rear
edge of the engaging =ztop of the associated
blocking lever., Check all function levers
whether the blocking levers are unblocked by
the blocking wedges or by selected contact
operating levers.

(b) 3.53 - Change the adéustm&nt specified in

this paragraph from "Min. .007 inches, Max.
.010 inches clearance" to "Min. .012 inches, Max.
.018 inches clearance between the lower bifurcated
contact springs and thelr associated backstops
measured at the end of the backstop".
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1. GENERAL

101 This section describes the requirements and procedures*]
for the BS2D, BS3C, BS6L Sequential Selectors
(SOTUS) and BSP2 Selector Panel (Base).
1.02 This section is reissued to:

(1) Add the requirements and procedures for the BS2D
Sequential Selector.

(2) Incorporate the Addendum, Issue 2.
(3) Revise the requirements for various adjustments.
The changes are indicated by marginal arrows.

1.03 Requirements which are unique to a particular selector
are indicated in the TABLE OF CONTENTS and in

the text of the section adjacent to the requirement or main
paragraph heading. Principally, the three selectors differ as

follows :
Feature E’I
Mechanical Timer BS3C and BCsL
H-Answerback BS6L only
The BS2D does not have these features, o |

1.04 The units may be operated at 60 or 75 speed.

105 To facilitate several adjustments in Part 3, SEQUEN-
TIAL SELECTOR, the Blocking and Latching-Lever
Assembly is removed and restored at two places. These opera-
tions are indicated by notes in the text. On pages where the
notes do not appear, the following table identifies the position
of the Blocking and Latching-Lever Assembly.
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Blocking and
Latching-Lever
Assembly Position Paragraph
ON 3.01 to 3.02
OFF 3.03 to 3.25
ON 3.26 to 3.32
OFF 3.33 to 3.50
ON 3.51 to 3.53
2. SELECTOR MECHANISM
2.01 See BSP P32.001. —

3. SEQUENTIAL SELECTOR

301 Main Shaft: The selector cams on the selector-cam
assembly should line up with their respective selector
levers.

(a) Gauge by eye while rotating the main shaft.

(b) To adjust: Loosen the mounting screw in the gear-

hub and the mounting screw in the ratchet-hub assembly
if necessary and reposition the main shaft. Tighten the
SCrews.

OPERATING ECCENTRIC ASSEMBLY MOUNTING SCREW
MAIN-BAIL DRIVE LINK — 1~

STRIPPER-BAIL
DRIVE LINK
]

LEATHER
WA SHER

-J" 2 'H’f % _
~ / SQUARE PLATE

1=

SOME END PLAY
NOT MORE THAN .0067)[ -

o B OPERATING -BAR
MAIN BAIL DRIVING LINK B LINK BRACKET
.

MOUNTING WS
T or M SHIMS-WASHERS
{———EEE: . - PILOT SCREW

MAIN-BAIL OPERATING am—T ~hOT MORE THAN 506"
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3.02 Selector-Vanes should have some endplay, not more

than .010". Fig 2

(a) To adjust: Loosen the vane-guide-bracket mounting

screws and position the guide-bracket by means of its
elongated mounting holes. Tighten the screws.

SELECTOR VANE

VANE STOP

F. -

==
- [ SOME END PLAY
VANE GUIDE BRACKET NOT MORE THAN.QIO'

Fig 2
Note: Remove the Blocking and Latching-Lever Assembly

3.03 Mainbail Height: There should be a clearance of Min
055", Max .065", between the No. 5 vane and the associ-

ated projection of the right- and left-vane locklevers at their
closest point. Fig 3
(a) To gauge: Rotate the main shaft to its STOP position.

(b) To adjust: Raise or lower the mainbail by means of the
two eccentric shoulder screws which connect the linkst]
to the bail. The low part of the eccentric, which is indicated
by a mark on the screwhead, should be positioned to the
front of the unit. |
Note: On some old-style units which are not equipped
with the eccentric shoulder screws, add or remove
shims between the mainbail operating-bar and the
operating-bar-link brackets.

' e a5 ¢«1
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1ITO 2 'DES.—l

|

VANE LOCKING LEVER |—J:155" TO .065

- =5

MAIN BAI —f ﬁ

LOCKING LEVER |
SPRING =

3.04 Left-Vane-Stop Position: With the Nos. 1,2 and 5 vanes
in the SPACING position, they should be approximately

in the center of the blocking extensions on the FIGS code-
lever. Fig 4

Note: Before making the following adjustments check
the codebars to make certain they fit snugly on the
function levers. If any are found to be loose, the slot

of the codelevers should be pressed together until a
tight fit is obtained.

(2) To gauge: Place the vanes in the SPACING position
and rotate the main shaft until the function levers are
in the down position.

(b) To adjust: Loosen the left-vane-stop mounting screws
and reposition the stop by means of its enlarged+
mounting holes,

If the right vane-stop interferes with the vanes in mak-
ing this adjustment, loosen the right-vane-stop mounting
screws and move the stop. If the vane-operating pushbar
bracket is so positioned that the pushbars prevent the vanes
from traveling the required distance, loosen the vane-
operating pushbar-bracket mounting screws and move the

==

NQ.5 VANE

OPERATING BAR
LINK BRACKET

MAIN BAIL OPERATING BAR

Fig 3

bracket,
P33.005 SOTUS—SEQUENTIAL SELECTOR AND SELECTOR PANEL
Page 7 REQUIREMENTS AND PROCEDURES

N




r Page 8

VANE-STOP

EXTENSION
\ /CGDE LEVER

o=

VANE STOP
MOUNTING SCREW

VANE STOP

BLOCKING
EXTENSION

Fig 4

3.05 Right-Vane-Stop extensions should touch at least one of
the vanes.

(a) To gauge: Place the vanes in the SPACING position

and note that they are resting against at least one of
the extensions of the left-vane-stop.

(b) To adjust: Loosen the right-vane-stop mounting screws
and position the stop by means of its enlarged mounting+
holes, Tighten the screws.

VANE-OPERATING PUSH BAR — VANE-OPERATING
SOME CLEARANCE— PUSH-BAR BRACKET
OPERATING PUS SOME CLEARANCE
BAR COMB 1? NOT MORE THAN 010
.

PUSH-BAR

BRACKET

MOUNTING

SCREWS

VANE
SELECTOR-VANE SPRIN

Fig 5
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3.06 Selector-Vane-Operating Pushbar Bracket: The vanes
should have full travel between their stops and there

should be some clearance between the top of the vanes and the
top of the slots in the vane-operating pushbars, Fig 5

(a) Gauge by eye.
(b) To adjust: Loosen the selector-vane-operating pushbar-

bracket mounting screws and position the bracket by
means of its elongated mounting holes, Tighten the screws.

3.07 Front- and Rear-Selector-Vane-Operating Pushbar
Combs: The selector-vane-operating pushbars should
operate without bind, be in alignment with their selector-trans-
fer levers and there should be some clearance, not more than
.010", between the bottom of the selector-vane-operating push-
bar bracket and the top surface of the selector-vane-operating
pushbars. Check both front and rear. Fig 5

(a) To gauge: Rotate the main shaft to its stop position
with the vanes in the marking (rearmost) position.
(b) To adjust: Loosen the front- and rear-selector-vane-
operating pushbar combs. Position the front comb by
means of its elongated mounting holes so that the push-
bars are in line with the transfer levers and the edges of
the comb teeth are parallel to the pushbars. Tighten the
screws on the front comb. Reposition the rear comb by
means of its elongated mounting holes so as to eliminate
any bind between the pushbars and the combs. Tighten the
rear-comb mounting screws.

3.08 Selector-Vane Spring: It should require Min 1/4 oz,

Max 1 oz to start the operating pushbar moving. Fig5

(a) To gauge: Hold the swords manually away from the

transfer levers and place all selector-vanes in a forward

position. Place the push end of an 8-oz scale against each
operating pushbar and push horizontally.

3.09 Operating-Eccentric Assembly on the main shaft should
have some endplay, not more than .006". Fig 1

(a) To adjust: Loosen the ratchet-hub mounting screw and

reposition the ratchet hub by means of its elongated
mounting hole being careful to eliminate any bind between
the drive-links and their associated driving-links. Tighten
the screw.

J3.10 Mainbail Operating-Bar: There should be some endplay,+=
not more than .006" and there should be no bind between
the mainbail drive-link and its associated driving-link. Fig1

(a) Adjust by means of the pilot screws.

P33.005 SOTUS—SEQUENTIAL SELECTOR AND SELECTOR PANEL
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311 Mainbail-Reinforcing Plate: The horizontal leg of the

mgmhgll-remfﬂ}-cmg plate should contact the lower edge

of the mainbail across its entire length. Fig 6

(a) To adjust: Position the plate by means of its enlarged
mounting holes.

Note: This adjustment is made at the factory before
the mainbail is assembled in the unit and should not
be made unless the mainbail reinforcing plate has
been removed.

P
LEFT SIDE PLATE—s] O, Bk

G PLATE

_' — MAIN BAIL REINFORCIN

Fig 6

3.12 Stripper-Bail Operating-Bar: The stripper-bail operat-

ing-bar (located directly below wvane No. 2) should

have some endplay, not more than .006”. Fig 7
(a) Adjust by means of the pilot screws.

Note: Make certain there are no binds between the
drive-links and their associated link-brackets.
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LEFT SIDE PLATE
\’1 STRIPPER-BAIL

PILOT SCREW OPERATING BAR

it..ﬁ/ i

BRACKET

SOME END PLAY, NOT
MORE THAN .006&"

Fig 7

3.13 Stripper-Bail Assembly:

(a) The stripper-bail assembly should be centered on its
pilot screws with some endplay, not to exceed .010”.

The left- and right-links should be free from bind.

(b) With the stripper bail in its rearmost position and the

play taken up to the right to reduce the clearance to
a minimum, there should be at least .010” clearance hetween
the left-hand pullbar and the end of the stripper-bail
left-hand reset-screw post. Fig 8

(1) Adjust by means of the pilot screws.

Note: The latch-bail backstop, mounted on the latch- '
bail shaft, should be located midway between func-
tion-lever extensions 17 and 18. The backstop should
be temporarily rotated out of the way so as not to
interfere with the adjustment of the stripper bail.
(For backstop adjustment, see 3.35)

P33.005 SOTUS—SEQUENTIAL SELECTOR AND SELECTOR PANEL
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STRIPPER BAIL LEFT HAND
RESET SCREW POST

PULL EAR—\
3| —

LATCH BAIL SHAFT
LATCH BAIL

§F—RIGHT SIDE
PLATE

STRIPPER BAIL
el w—+STRIPPER BAIL

' DRIVE LINK
"IL'AT LEAST .010" PILOT SCREW

= WLSGME END PLAY
LEFT SIDE NOT OVER ,010"

FPLATE

Fig 8

314 Latch-Bail Shaft: There should be Min .050", Max .055"
clearance between the right-hand Y function-lever
extension U and the latch bail. Also, this clearance should exist
between the function-lever extension U in position 2 and the

latch bail when the H and Y codelevers are interchanged.
Fig 9
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/—FUNCTIDN LEVER
L

FUNCTION-LEVER
EXTENSION "y*

LATCH BAIL

LATCH-BAIL
SHAFT

050"TO .055" AT
CLOSEST POINT

STRIPPER-BAIL
EXTENSION

OVERTRAVEL
015" TO.025"

LATCH-BAIL
SPRING POST
LEFT-HAND STRIPPER-BAIL
STRIPPER-BAIL SPRING POST
ECCENTRIC

Fig 9

(a) To gauge:

(1) With the FIGS combination selected, the sixth

vane in the activated (rear) position, all pullbars in
their unlatched (down) position, and the stripper-bail
latch in the upper notch of the latch bail, rotate the
main shaft until the extension U of the Y function
lever is at its closest point to the latch bail

P33.005
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(b)

3.15
(2)

To adjust:

(1) Rotate the large-headed eccentric shoulder screws
located on the stripper-bail assembly until the indi-

cating mark on each screw is downward (link in its

lowest position),

(2) When necessary, back off the stripper-bail reset-
adjusting screws to a position where they will not

interfere with the adjustments.

(3) Remove the stripper-bail springs.

(4) Loosen the right-hand nut on the latch-bail shaft

friction-tight and raise or lower the shaft in its
elongated mounting hole by tapping it lightly to meet
the requirement for the Y function-lever extension U.
Tighten the nut.

(5) Interchange the H and Y codelevers.

(6) Loosen the left-hand nut on the latch-bail shaft and
position the shaft to meet the requirement for the

(H) function-lever extension U. Tighten the nut.

(7) When one stripper-bail extension is resting on its

upper-latch notch, the other extension should also

be resting on its upper notch or clear the notch by not
more than .015",

(8) Recheck the Min .050”, Max .055” clearance require-
ment.

(9) Reinstall the stripper-bail springs and restore the
H and Y codelevers to their proper locations.

Latch-Bail Spring: It should require Min 1 oz, Max

2 oz, to start the latch bail moving. Fig 10

To gauge:

(1) Rotate the main shaft until the stripper bail is in
its forward position and latched.

(2) Hook the scale over the right-hand latch-bail spring
post and pull in line with the spring while holding

the stripper bail up slightly so as to clear the latch bail

(3) Check the left-hand latch-bail spring in the same
mantier,
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LATGH-BAIL

BACK STOP )

LATCH BAIL

STRIPPER-
BAIL:

STRIPPER-BAIL
SPRING

LOCATING
PLATE:

P33.005
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(STRIPPER-BAIL
\RESET SGREW

Fig 10
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3.16 Stripper-Bail Spring: It should require Min 5 oz, Max
7 oz, to pull each spring to position length. Fig 10
(a) To gauge:

(1) Rotate the main shaft until the stripper bail is in
its forward position and latched.

(2) Unhook the right-hand stripper-bail spring from
the stripper-bail spring post.

(3) Check that the stripper bail is latched.

(4) Hook the scale through the spring-eye and pull to
position length,

(5) Replace the right-hand spring.

(6) Check the left-hand stripper-bail spring in the same
fanner.

3.17 Pullbar Comb: The pullbar comb should be so located

that there is no bind between the pullbars and the

comb. Fig 11
(a) Gauge by eye and feel.

(b) To adjust: Loosen to {friction-tight the three screws
which mount the comb, and position the comb.

(¢) Tighten the mounting screws and replace the function

levers.
PULL BAR COMB-—
PULL BaA FROMT CODE LEVER COMB
CODE LEVER SEE TEXT FOR FUMCTIONM-
FUNCTION LEVER TILE'H'EH SPRING TEMSIOM

% MIN 102, MAX 215 02
FUNCTION-LEVER IO oM
SPRING BLOCKING LEVER

BLOCKING=LEVER
MOUNTING PLATE

LATCHING LEVER

4 Y CCENTRIC
k_' = MIN Yo OZ, max 1} 02
N IN 5 OZ,MAX Bl 02

\-PULL ~BAR SPRING

OPERATING-LEVER SPRING

Fig 11
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3.18 Pullbar Spring: It should require Min 1/2 oz, Max
1-1/2 oz, to start each pullbar moving. Fig 11

(a) To gauge:

(1) Rotate the main shaft until the function levers are

in their extreme upper position and manually un-
latch all pullbars.

(2) Apply the push end of an 8-oz scale to each pull-

bar at the spring lug and push horizontally against
the spring lug.

3.19 Blocking and Latching-Lever Spring: It should require
Min 1 oz, Max 2-1/2 oz, to start the blocking lever
moving. Fig 11
(a) To gauge: Hook the scale over the blocking lever just
above the upper comb and pull parallel to the spring.
Where bridge assemblies and blocking-lever wedges are
used, they should be removed before gauging the spring
tension. When replacing these bridges and wedges, check

to see that the levers move freely in their combs.

3.20 Blocking and Latching-Lever Shafts: With both the
lower and upper combs secured in their positions, the
blocking-lever shaft and the latching-lever shaft should be
parallel to each other within .010", Fig 12

(a) To gauge the blocking-lever shaft, use a .281" gauge+—
between the shaft and the lower comb at the right end,
left end and middle of the shaft.

(b) To gauge the latching-lever shaft, place the .156” gauge
between the shaft and the upper comb at the right end,
left end and middle of the shaft.

(¢c) To adjust either shaft, remove the eight springs from

those blocking levers located directly in front of the
shaft-bracket mounting screws, remove the levers and
loosen the shaft-bracket mounting screws.

(1) Place the proper gauge as required in (a) or (b)

above, and adjust the end and two middle shaft-
brackets so that the shaft rests on the gauge. Tighten
all bracket mounting screws and replace the eight
blocking levers and springs.

P33.005 SOTUS—SEQUENTIAL SELECTOR AND SELECTOR PANEL
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156" (PARALLEL) —_ _ -— BLOCKING LEVER
LATCHING LEVER -ﬁdﬁ& /LIF‘F‘EH COMB
C ~ _MOUNTING SCREW

LATCHING LEVER —
SHAFT

BLOCKING AND
LATCHING - LEVER
ASSEMBLY
[MOUNTING PLATE.

[ BLOCKING-LEV R
. SHAFT BRACK

BLOCKING LEVER
SHAFT

HIB

LATCHING-LEVER
SHAFT BRACKET

STRIPPER BAIL=

877

LOWER COMB
.281" (PARALLEL)

BLOCKING AND
LATCHING-LEVER
ASSEMBLY
VERTICAL
ADJUSTMENT

Fig 12

321 Multiple Blocking-Bail Spring: (BS6L). Tt should re-
quire Min 2 oz, Max 4 oz, to just start the bail moving.

Fig 13
(a) To gauge:

(D _Rﬂtatt.t.he main shaft until the bail is in its block-
g position.

(2) Hook an 8-oz scale over the extreme upper end of
" 1t‘m: bail and pull horizontally at right angles to the
ai
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=
——2 TO 4 Q2ZS,

UPPER BLOCHKING
LEVER COMB

bt
[*—BLOCKING BAIL
BLOCKING LEVER SHAFT

LOWER BLOCHING '
LEVER COMB —=t ]

512)

O
Fig 13

3.22 Latching-Lever Springs in Positions 8-9-10: (BS6L). It
should require Min 1 oz, Max 2 oz, to start each of
these levers moving. Fig 14

(a) To gauge: Hook an 8-oz scale over each of the latch
levers in positions 8-9-10 at the spring eye and pull
horizontally and in line with the spring.

1 TO 2 0ZS, ——

= rew
@

—UPPER BLOCKING
LEVER COMB

- NO. 8,9 OR 10
LATCHING LEVER

LOWER BLOCHKING
LEVER COMB ———— & '

=1

Fig 14
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323 R-Y Test Mechanism Alignment:

(a) The R trip-off lever should engage the R-Y Ilatch
approximately in the center (vertically) of the operat-
ing surface of the latch as gauged by eye. Fig 15

(1) To adjust: With the R-Y operating lever in the

ON position (down; white indicator showing)
adjust the R-Y bracket by means of its mounting
SCrEews,

FUNCTION LEUEH\ /—TFH P- OFF LEVER

? ~=— BLOCKING LEVER

PROJECTICN N

SN MRNTINE™ "
Aol RA
SHOULDER . BRACKET
TenEn Q= NUMBER
PLATE
RY TEST
INDICATOR
STRIPPER BAIL = EEDA%LE%ME
SOME OVERTRAVEL ) 2 il
NOT MORE THAN 010" £ OPERATING
: ~ LEVER
FRONT PLATE

SPRING-
RY LATCH LEVER

CONTACT PLUNGER

Fig 15

(b) There should be some clearance between the R trip-off

lever and the R-Y operating lever when the R-Y latch
is in the OFF position (down; green indicator showing).
See Fig. 15 for location of parts.

K o 44
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(1) Gauge by eye.
(2) To adjust: With the R-Y latch in the OFF position
refine the position of the R-Y bracket by means o

its mounting screws, making sure that requirement (a)
is still met.

(c) The top edge of the designation plate should be parallel
with the blocking and latching-lever number plaFtE. -
g

(1) Gauge by eye.
(2) To adjust: Shift the R-Y test-designation plate by
means of its mounting screws. It may be necessary
to reposition the R-Y bracket by means of its mounting
screws. If this adjustment is made, recheck (a) and (b).

o -
°f P
—
"y v &)

ING AND (Sfon  orr
LATCHING - LEVER
ASSEMBLY O |
NUMBER PLATE ,

wERROR
APPROXIMATELY N TREEE —RY LATCH
PARALLEL I £l
/ o &
RY OPERATING LEVE RY TEST DESIGNATION PLATE

Fig 16

(d) The R-Y operating lever and R-Y latch should move
freely in their slots.

3.24 Blocking and Latching-Lever Assembly Lower Comb
(Preliminary Adjustment): The blocking and latching
levers should move freely in their combs without bind.

(a) To adjust: Loosen the lower-comb mounting screws
friction-tight. Position the comb to the right or left.

325 Front (Code Lever) Function-Lever Comb: The side of
the function-lever comb with the greater dimension
from the upper corner of the slanted surface to the first slot
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should be on the right-hand side. The comb should be positioned
s0 as to prevent any bind on the code and function levers when

they are lifted from their slots. Fig 17

(a) Gauge by eve and feel.
(b) To adjust: Position the comb by means of its mounting
SCrEWS.

FRONT FUNCTION

LEVER COMB I-—GHEATEFl DIMENSION
CODE
LEVER rumcnﬂm

? LEVER

M OUNTING SCREW

Fig 17
Note: Remount the Blocking and Latching-Lever Assembly.

3.26 Mounting Procedure for Blocking and Latching-Lever
Assembly: Position the eccentrics located on the
mounting-brackets for the blocking and latching-lever assembly
mounting-plate, so that the high part of each eccentric is toward
the leit of the unit. Loosen the lock-nut of the horizontal
positioning screw, located on the left-side frame and back off
the screw sufficiently so as not to interfere with the mounting

of the blocking and latching-lever mounting-plate. Fig 18
A
LEFT SIDE
PLATE —m <+RIGHT SIDE
PLATE
POSITIONING A £
SCREW I!"ELCICH.ING AND
LATCHING LEVER
@ @ MOUNTING PLATE
LOCK NUT- 1
l @.—MGUHTIHG SCREW

~ECCENTRIC
SUPPORTS

Fig 18

Ve . ¢t
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327 Blocking and Latching-Lever Assembly Top Comb:
The top comb should be in its extreme rear position
with all screw-hole clearance taken up. Fig 19

(a) To check and adjust: Loosen the mounting screws of

the top comb and push the comb to the rear in order
to obtain maximum engagement between blocking levers
and function levers. Tighten the mounting screws and
check to see that all function levers move freely in their

slots.
_ — = f— MA X | MUM
Q Jﬂ ENGAGEMENT
o
BLOCKING
FUNCTION LEVER _ LEVER
COMB
BLOCKING AND LATCHING LEVER D
ASSEMBLY MOUNTING PLATE ———»
BLOCKING
LEVER
(o)

Fig 19

3.28 Stripper-Bail-Eccentric Shoulder Screws: There should
be Min .055", Max .070” clearance at the two ends of
the blocking and latching-lever assembly, between the latching
extensions of the contact-operating levers and their associated
latch levers. The clearances at the two ends should be equal
within .010", Fig 20
(a) To gauge:

(1) With the stripper bail latched, rotate the main
shaft until the stripper bail is in its extreme forward

position.
(2) Hold the clutch pawl disengaged and continue to
rotate the main shaft until the position of the

shaft is found which, due to its eccentricity, gives the
least travel to the stripper bail in its forward position.

P33.005 SOTUS—SEQUENTIAL SELECTOR AND SELECTOR PANEL
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(3) Measure the clearances at the positions indicated*]

below:
Unit Positon
BS2D 1 & 29 (Note 1)
BS3C 1&32
BS6L 1 & 31

Note 1: To gauge at position 29, remove the block-
ing and latching-lever assembly and change the
No. 1 latch lever and spring to position No. 29 in
place of the No. 29 latch lever and spring. Re-
place the blocking and latching-lever assembly
and gauge. After gauging, return the latch levers
and springs to their original positions.

(b) To adjust:
(1) Turn the left- or right-hand stripper-bail eccentric
_ shoulder screw less than 90 degrees in either direc-
tion (keeping the indicating mark below the center of
the screw).
(2) Tighten the eccentric shoulder screw lock-nut while
holding the screw in its position with a screwdriver.l

LATCH BAIL—
STRIPPER BAIL 3@ —- LATCH LEVER
RIGHT STRIPPER LOWER BLOCKING
BAIL ECCENTRIC , f LEVER COMB

SHOULDER SCREW

LINK N

053537 TO .070"
LOCK NUT

CONTACT
OPERATING LEVER

3.290 Blocking and Latching-Lever Assembly (Vertical Ad-
justment): With the stripper bail latched and in its
extreme forward position, there should be Min .025", Max .035"

-

(IR 7 W |
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clearance between the lower surface of the stripper bail and
the upper surface of the latch-lever projections in the following

positions :
Unit Position
BSZ2D 4 & 29 -
BS3C 4 & 29
BS6L 6 & 29
The clearance in position 17 should be Min .020”, Max .040". 4=
Fig 21
(a) Togauge:

(1) Rotate the main shaft until the stripper bail is in
its extreme forward position and latched. Place the
R-Y test lever in its OFF position.

(2) Check that all the pullbars are in their unlatched
(down) position.

(3) Gauge the clearance through the openings in the
, blocking and latching-lever assembly mounting-
plate.

(b) To adjust:

(1) Loosen the blocking and latching-lever assembly
mounting-plate,

(2) Move the assembly up or down by turning the
_eccentrics which support the mounting plate on each
side,

(3) While making this adjustment take up the play in

the stripper bail to reduce to a minimum the clear-
ance between the lower surface of the stripper baijl and
the upper surface of the latch levers.

(4) After moving the assembly either up or down to

meet the adjustment requirement, it will be neces-
sary to rotate the main shaft again to repeat the set-
up conditions for checking the clearance. This recycling
is required because the stripper bail in its foremost
position rests against the latching levers and is inclined
to follow any upward or downward movement of the
mounting plate.

(5) Tighten the plate mounting screws and eccentric*]

SCrews.

Note: The Blocking and Latching-Lever Assembly
may be subsequently removed and replaced with-
out disturbing the vertical adjustment provided
the eccentrics are properly positioned and the

operation is performed carefully. il |
P33.005 SOTUS—SEQUENTIAL SELECTOR AND SELECTOR PANEL
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LATCH LEVER

LATCH BAIL —-s
STRIPPER BAIL @ NS_E
| —

LECCENTHIC SUPPORT

-=—BLOCKING AND
LATCHING LEVER
MOUNTING PLATE

: MOUNTING SCREW

et Pl et

L 025" TO .035"

B

RS

CONTACT OPERATING LEVER

Fig 21

3.30 Blocking and Latching-Lever Assembly (Horizontal
Adjustment): The sides of the blocking levers should be

as close as possible to their associated codelevers without
exerting any pressure on them and the latching levers should
be in line with and riding on the latching extensions of the
operating levers. Fig 11

(a) Gauge by eye as viewed from the front.
(b) To adjust:

(1) Loosen the lock-nut on the positioning screw

located on the left-side frame at the end of the
blocking and latching-lever mounting plate and back
off the screw.,

(2) Loosen the right- and left-hand mounting-plate
mounting screws to friction-tight and reposition the
plate. Tighten the screws.

(3) Position the positioning screw until it just touches

the mounting plate and tighten the lock-nut while
holding the screw with a screwdriver so as not to
disturb its position.

Note: It may be necessary to reposition the front
function-lever comb, the pullbar comb and the block-
ing and latching-lever lower comb to the right or
left to meet the above requirements.

' . e
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3.31 Blocking and Latching-Lever Assembly Lower Combs:
On units in which the lower comb has enlarged
mounting holes, there should be Min .010%, Max .050”, clear-
ance between the front edge of the function levers and the rear
edge of the upper projections of the unlatched blocking levers.
Fig 22
(a) To gauge: Rotate the main shaft until the main bail

is in its lowermost position.

(b) To adjust: Loosen the mounting screws and position

the lower comb toward the front or rear of the unit
by means of its enlarged mounting holes being careful not
to disturb the alignment between the latching levers and
the latching extensions of the operating levers,

Note: On old-style units without the enlarged mount-+=
ing holes, this requirement does not apply.

BLOCKING LEVER —

QOI0" TO .050"—

o Ty

MAIN BAIL

FUNCTION LEVER
LOWER COMB—==<

Fig 22

3.32 R-Y Test Mechanism

(a) There should be some clearance, not more than .010”,
between the rear edge of the upper step of the operat-

ing lever and the lower-rear edge of the latching surface

of the latch. Fig 15
(1) To gauge: .

(a) Move the R-Y operating lever to the ON posi-
tion (down; white indicator showing).

P33.005 SOTUS—SEQUENTIAL SELECTOR AND SELECTOR PANEL
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(b) With the stripper bail latched, rotate the main
shaft until the stripper bail is in its extreme

forward position.

(c) Hold the clutch ‘pawl disengaged and continue
to rotate the main shaft until the position of

the main shaft is found which, due to its eccen-

tricity, gives the least forward travel to the stripper

bail.

(d) Observe that the red indicator is now showing.

() The clearance may easily be checked through+
the elongated opening in the right-hand side
frame.
(2) To adjust: Locate the lever mounting-bracket by
means of the clamp plate and screws.
(3) To check: Manually move the operating lever down
until the two respective edges are in line. Tighten
the two clamping screws.
(b) The R-Y latch should meet the contact operating
plunger in approximately the center of the upper end
of the plunger.
(1) Gauge by eye.
(2) To adjust: It may be necessary to refine the R-Y

test mechanism mounting-bracket adjustment. (See
Paragraphs 3.23 and 3.32(a))

(¢) The upper contacts of the R-Y contact-spring assembly

should be closed and the contact-spring plunger free,
with some endplay, when the R-Y operating lever is in the
ON position (down; white indicator showing) and the main
shaft in its STOP position.

(1) Gauge by eye.

(2) To adjust: It may be necessary to shorten the con-
tact-spring plunger.

N?jil:e: Remove the Blocking and Latching-Lever Assem-
y.

3.33 Blocking and Latching-Lever Assembly Lower Comb
(Final Adjustment): Tighten the blocking and latching-

lever assembly lower comb mounting screws (which were left
friction-tight for adjustment purposes) being careful not to
disturb the comb position. Fig 22

3.34 Stripper-Bail Reset Screws: The stripper-bail extension
should overtravel the upper notch in the latch bail, both

right and left sides, by Min .Dlg’?" , Max 025" when the stripper
bail is in its rearmost position. This limit should be met at the
position of the main shaft which gives the least amount of
overtravel. Fig 9

1 s . |
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(a) To gauge:

(1) Hold the selector armature operated and rotate the

main shaft to the stop position of the selector
cam sleeve,

(2) Release the main-shaft-clutch blocking lever (see
i Fig 25 for location of part) and unlatch the stripper
ail.

(3) Rotate the main shaft until all pullbars are stripped
off of the function levers.

(4) Continue to rotate the main shaft until the stripper
bail is in its rearmost position.

(5) Manually hold the clutch pawl disengaged from the
ratchet and keep on rotating the main shaft to a
position which gives the least amount of overtravel.
(b) To adjust:

(1) See that the latch-bail backstop does not interfere.
Fig 10+

(2) Loosen the lock-nuts on both left and right strip-
per-bail reset-screws and adjust the screws to pro-

vide the required overtravel. The overtravel should be

approximately equal on both left and right side.

(3) Check that both reset-screws touch their respective
stop posts.

(4) Tighten the lock-nut of both screws.

3.35 Latch-Bail Backstop: The latch-bail backstop should
be located between the Nos. 17 and 18 function-lever
extensions and just touch, or be within .002” of touching, the
top surface of the latch bail Fig 10

(a) Gauge by eye and feel

Note: When the backstop is too close and presses against
the latch bail, separation will be observed between the
front edges of the stripper-bail extensions and their
respective latches.

(b) To adjust: Loosen the clamping-screw and position the
backstop. Tighten the clamping-screw.

3.36 Contact-Operating-Lever Spring: It should require the
following tensions to start the contact-operating levers
moving :

Levers with associated spring contacts; Min 5 oz+=
Max 8-1/2 oz.

Levers without associated spring contacts; Min 1-1/2
oz, Max 2-1/2 oz. Fig 11
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(a) To gauge:

(1) Remove all bridge assemblies and check that all
contact-operating levers are in the DOWN position.

(2) With the unit resting on its rear, hook the pull-end

of the scale over each operating lever and pull hori-
zontally to the left as viewed from the rangefinder end.
If a contact 1s associated with the operating lever, hold

the contact-spring clear while checking the sprmg
tension.

(3) Replace all bridge assemblies and check that the
operating levers move freely in their combs,

3.37 Function-Lever (Without Extension U) Spring: With
the unit in its upright position, the main shaft in its

stop position and all pullbars unlatched, it should require Min
1 oz, Max 2 oz, to start each function lever moving. Fig 11

{a} To gauge: Hook the pull-end of the scale under each
function lever in front of the front function-lever comb
and pull vertically upward.

3.38 Function-Lever (H, R and Y) (With Extension U)
Spring: With the unit in its upright position, the main

shaft in its stop position and all pullbars unlatched, it should
require Min 12 oz, Max 15 oz, to start each function lever
moving. Fig 11

(a) To gauge: Hook the pull-end of the scale under each
function lever in front of the front function-lever comb
and pull vertically upward.

3.39 Vane-Locklever Spring: It should require Min 1 oz,
Max 2 oz, to start each locklever moving. Fig 3

(a) To gauge:
(1) With the unit in its upright position, rotate the

main shaft until the function levers are in their
uppermost position,

(2) Hook the pull-end of the scale to each locklever
just to the rear of its vertical portion and pull ver-
tically upward.

3.40 Contact-Operating-Lever Yoke Yield-Spring: It should

require Min 8 oz, Max 10 oz, to start the yoke moving.

Fig 23

(a) To gauge: Place the unit on its rear and remove the

contact guard and contact-bar assembly. Hook the

scale over the spring extension of the yoke and pull hori-

zontally in line with the spring. Remount the contact guard
and contact-bar assembly.
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MAX.100Z, Y
Fig 23

341 Sixth-Vane Detent-Lever Springs: It should require

Min 3/4 oz, Max 1-1/2 oz, to start each detent lever

moving. Fig 24
(a) To gauge:

(1) Place the sixth vane in the marking (activated)
position.

(2) Hook an 8-oz scale to the spring-eye of the detent
lever and pull horizontally and in line with the

spring.

(3) Check both right and left springs in the same
manner.

3
MIN. 3 0Z,MAX.1L OZ. DETENT LEVER SPRING

I

y
VANE S5TOP—————= @
610 wANE DETENT LEVE 618 vaNE
Fig 24
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3.42 Sixth-Vane Positioning Springs: With the main shaft

in its STOP position, the sixth-vane detent lever held

clear and H, LINE FEED and CAR RET contact-operatihg

levers unselected, the vane should remain in either its marking
or spacing position. (See Fig 5 for identification of parts.)

(a) To adjust when this condition cannot be met, unhook
_the sixth-vane positioning springs and remove any
twists that may be in them. Rehook springs.

343 Clutch-Pawl Spring: It should require Min 3-1/2 oz,
Max 4-1/2 oz, to start the pawl moving. Fig 25
(a) To gauge;
(1) With the unit resting on its front, rotate the main
shaft until the clutch is in a vertical position.

(2) Rotate the main shaft backward slightly so that
the pawl just fails to touch any ratchet tooth.

(3) Hook the pull-end of an 8-o0z scale to the clutch
pawl at the spring hole and pull in line with the

spring.
CLUTCH PAWL SPRING
' DRIVE ARM
32 TO SOME CLEARANCE
4lsz \G“’H'-""H’PL“ ,.\ NOT MORE THAN .0I0"
(SEE TEXT) wvﬂ N
=
CLUTCH %
PAWL: . % MAIN SHAET
)
PAWL ,O Z
SCRE ~ s TR
MATEHET WiEEe e - LEver NG
CLUTCH LEVEF ( 1 et

Fig 25
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F
MIN. 3-1/2 OZ,
DETENT SPRING Mﬂ(. 4-1/72 OZ
. WHEN DETENT

LEVER IS ON HIGH
| PART OF CAM

\ Eum. 003"
AX. .006"

ECCENTRIC BUSHI DETENT CAM

Fig 26

344 Clutch Detent-Lever Eccentric: With the operating-
eccentric assembly held in its full-stop position, there
should be Min .003", Max .006” clearance between the end of the
detent lever and the shoulder of the notch in the detent cam.
Fig 26

(a) Togauge:
(1) Rest the unit on its top, block the selector armature

in its operated position and rotate the main shaft
to its stop position.

(2) Pull lightly (approximately two pounds) on the

drive-arm mounting post to cause the clutch lever to
rest on the bottom of the drive-arm guide-slot (full-
stop position) and observe by eye that there is some
clearance between the end of the detent lever and the
shoulder in the notch of the cam, as the main shaft is
rotated throughout one complete revolution.

(3) Continue to rotate the main shaft to the position
that gives the least amount of clearance between the

end of the detent lever and the shoulder in the notch
of the cam,

(b) To adjust: Loosen and turn the eccentric keeping the*}
high part of the eccentric away from the main shaft.
Tighten the eccentric and unblock the selector armature,

Note: Three different arrangements of the eccentric
are as follows:

(1) On old-style BS2D or BS3C units, a separate bush-
ing on a post. |
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(2) On new-style BS2D or BS3C units, a solid post with*]
an eccentric machined on its end.

(3) On BS6L units, an eccentric stud in place of a post.

(c) To adjust: The old-style BS2D or BS3C units with the
separate eccentric bushing (where the eccentricity may
not be enough to meet the requirement) it may be necessary

to move the mounting post itself, by using the clearance in
the side-plate mounting hole, Ml

345 Clutch Detent-Lever Spring: It should require Min
3-1/2 oz, Max 4-1/2 oz to start the detent lever moving.
Fig 26

(a) To gauge:
(1) With the unit resting on its front, rotate the main

shaft until the detent lever is resting on the high
part of the detent-cam.

(2) Hook the pull-end of an B-0z scale under the

detent lever just to the rear of its pointed surface
and pull at right angles to the lever.

346 Clutch Trip-Lever: The clutch trip-lever should be cen-
tered on its cam (the cam on the selector cam sleeve
farthest from the rangefinder) and there should be some end-
play, not more than .006” in the blocking-lever shaft. Fig 27

(a) To gauge: Rotate the main shaft until the clutch trip-

lever is in contact with its cam on the selector cam
assembly.,

(b) To adjust: Position the clutch blocking-lever shaft by
means of its pilot screws.

NO. & CAM SELECTOR CAM SLEEVE

i CLUTCH TRIP LEVER

/-sHAr-'r
PILOT SCREW mu_ﬁ 6

SOME END PLAY, NOT
MORE THAN .00#&" - f—

e LEFT SIDE PLATE
Fig 27

LOCK NUT

L &
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347 Clutch Blocking-Lever:

Note: This requirement applies when the clutch is tripped
by the clutch lever, actuated by the No. 6 cam on the
selector cam sleeve. For the BS6L selector the clutch
may also be tripped by the clutch trip-bail. See Para-
graph 3.48 for that requirement.

There should be some clearance, not more than 0107,
between the clutch blocking-lever and the tip of the clutch
lever. The edge of the clutch lever should be parallel with the
edge of the clutch blocking-lever when viewed from the front
of the unit. Fig 25

CLUTCH TRIP LEVER AND

BLOCKING LEVER SHAFT CLUTCH TRIP BaIL

CLUTCH BLOCKING LEVER o) OPERATING LEVER YOKE
AT LEAST .010" :

(1) Rotate the main shaft until the clutch trip-lever
(shown in Fig 27) is on the peak of its cam.
(2) With the selector-cam assembly held in this posi-
tion, continue to rotate the main shaft until the tip
of the clutch lever is opposite the blocking lever.
(a) Toadjust:

Two-Piece Blocking Lever (new style)

(1) Loosen the clamping-screws friction-tight and posi-
tion the blocking lever as required by prying be-
tween the projections with a screwdriver.

(2) Tighten the clamping-screws.

One-Piece Blocking Lever (old style)

(1) Loosen and back off the right pilot screw of the

stripper-bail assembly and raise the assembly out
of the way.
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(2) Loosen the clutch-blocking-lever mounting screws
iriction-tight and position the lever by means of its
elongated mounting holes.

Note: In order to meet the requirements of this para-
graph,i it may be necessary to use the clearance in the
mounting holes of the clutch trip-lever (see Fig 27). If

the clutch trip-lever is moved for this purpose, recheck
Paragraph 3.46.

(3) Remount the stripper-bail assembly and set up the
_ right-hand pilot screw so that the stripper-bail shaft
will have some endplay, not to exceed .010".

Note: If this adjustment is changed, recheck the
clutch trip-bail requirement in Paragraph 3.48.

3.48 Clutch Trip-Bail (BS6L)

Note: In connection with the H-answerback feature of
the BS6L selector, the clutch may be tripped not only
by the clutch trip-lever (see Paragraph 3.46) but also by
the clutch trip-bail, actuated by any one of codelevers
8 to 11, inclusive. This places an additional requirement

on the clearance between the clutch lever and the clutch
blocking-lever.

When the clutch blocking-lever is tripped by the clutch
trip-bail there should be at least .010" clearance between the tip
of the clutch lever and the clutch blocking-lever. In addition
the maximum clearance should be such that the clutch blocking-
lever 1s ifree for a slight amount of overtravel if manually actu-
ated from any one of the contact-operating levers in positions
8 to 11, inclusive. Fig 28

(a) To gauge:

(1) Remove the codelevers from positions 8 and 114

(2) Rotate the main shaft by hand until the clutch is
tripped.

(3) Block the selector-magnet armature in its operated
position so that the clutch will not be tripped by
the clutch trip-lever, but will be tripped solely by the
clutch trip-bail.
(4) Rotate the shaft by hand until the operating levers
in positions 8 and 11 are raised to their highest
positions by their pullbars and until the tip of the
clutch lever is opposite the clutch blocking-lever.
(b) To adjust: Loosen the trip-bail mounting screws and
position the bail against the operating-lever yokes.

' . ' 4
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(c) Gauge further as follows:
(1) Put back the codelever in position 11.

(2) Check the overtravel of the clutch blocking-lever
by manually pushing up the contact-operating lever

in position 8,

(3) Put back the codelever in position 8.

(4) Check the clearance and overtravel for positions 9,

10 and 11, removing only a single codelever at a
time for the purpose.

349  Clutch Blocking-Lever Eccentric-Backstop Post: There*}

are two requirements to be met by the adjustment of
the eccentric-backstop post:

(1) There should be a clearance of Min .050”, Max .055"
between the blocking-lever eccentric-backstop post and

the blocking-lever extension when the clutch-blocking lever
rests on the tip of the clutch lever.

(2) There should be some clearance, not more than .015”,

between the clutch blocking-lever and the clutch
mechanism at any point during a complete revolution of the
clutch members. Contact is most likely to occur between
the pawl mounting screw and the end of the clutch block-
ing-lever just above it. To check, see that there is no notice-
able motion of the clutch blocking-lever during a complete
revolution of the main shaft except that caused by the
selector-cam action on the clutch trip-lever,

(3) To adjust: Release the selector-magnet armature and
rotate the main shaft until the tip of the clutch lever
passes the end of the clutch blocking-lever. Then rotate
the clutch (shaft) backward slightly until the end of the
blocking-lever rests on the tip of the clutch lever. Note that
the trip-lever and its cam do not engage. Adjust the eccen-
tric-backstop post to meet the required clearances.

If proper adjustment cannot be obtained, the TP115220

eccentric stud may be replaced by a TP135761 eccentric
stud which has a reduced diameter at one end.

Note: A minimum of .050” engagement between the
blocking-lever and the clutch lever should be accom-
plished by this adjustment procedure. Fig 29.]
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A

CLUTCH PAWL A2 LUTCH DRIVE ARM

AT LEAST .050"

~+— CLUTCH
BLOCKING LEVER

ECCENTRIC I =

BACKSTOP pnsr—@ @

CLUTCH LEVER

Fig 29 |
350 Clutch Trip-Lever Spring: It should require Min 3 oz,
Max 4-1/2 oz, to start the lever moving, Fig 30

(a) Togauge:
(1) With the unit in its upright position, rotate the main
shaft until the clutch trip-lever is on the peak of its
cam,.

(2) Hook the pull-end of an 8-oz scale under the trip-
lever at the spring-hole by inserting the scale shaft

toward the lever from a point to the rear of the vane

pushbar bracket and pull in line with the spring.

CLUTCH BLOCKING-LEVER SHAFT g E

MIN. 3 0OZ. I N

MAX.4-1/2 0Z.

—CLUTCH TRIP LEVER

TRIP-LEVER SPRING

SELECTOR CAM

Fig 30

Note: Remount the Blocking and Latching-Lever
Assembly.

‘ i .-. --
" '_.r .
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3.51 Selector-Unit Contact Check:

Note: The parts of the contact assemblies used on the
sequential selector are designed so as to require no
adjustment after they are assembled. If, however, the
springs should become distorted they may be restored

to their normal condition by bending them to meet the
following requirements.

Remove the contact guard

(a) Each portion of the hifurcatqd short contact springs
should have a tension of Min 1 oz, Max 2-1/4 oz,
against its associated stop. Fig 31

(1) To gauge: Hook an 8-oz scale as close as possible

_to and below the contact point of the short contact
spring and pull horizontally at right angles to the
spring. The contact swinger (middle spring) should be
held clear when checking the upper spring,

D—Lmums LEVER

BRACKET MOUNTING SCREW

OPERATING LEVER

C
CONTACT-BAR amcung I/ = EE:’
CONTACT | E==Sassl EE:
umurma]——- ' ] s
BAR | ~—PLUNGER
=2 _[ BAKELITE
—LINSULATOR
ONTACT SPRING
CONTACT-BAR MOUNTING SCREW SEE TEXT
Fig 31
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(b) It should require Min 2 oz, Max 3-1/2 oz, to just
separate the contacts of the middle contact-spring from
the contacts of the upper contact spring. Fig 31

(1) To gauge: Hook the scale over the middle contact-
spring at the contacts and pull horizontally, at right
angles to the spring.

(2) To adjust: Remove the contact-spring assembly and

bend the contact spring. Reinstall the assembly and
recheck (a).

(c) With the operating lever in its latched position, there
should be at least .015" clearance between the contacts
of the middle contact-spring and the contacts of the lower

contact-spring, Fig 31
(1) ":I‘.:iI adjust, bend the lower contact-spring. Recheck
a).

3.592 Contact Mounting Bar

(a) With the operating levers in their unlatched positions,

there should be some clearance between all the lower
contact-springs and their associated stops, measured at the
outer ends of the stops. On at least one contact pile-up this
clearance should not exceed .010”. On the remaining pile-ups
the clearance should not exceed .025". Fig 31

(1) To adjust, loosen the screws which mount the

mounting-bar brackets to the side frame and rotate
the contact-mounting bar to obtain the clearance.
Tighten the screws. Individual assemblies not meeting
the requirements should be adjusted by bending the
contact springs. Recheck related adjustments.

(b) The plungers should be centered on each bakelite in-
sulator on the contact-springs. Fig 31

(1) To adjust, note whether the majority of plungers

are off-center and loosen the screws which mount
the contact-mounting bar to its brackets and position
the mounting-bar assembly., Tighten the screws. If in-
dividual contact assemblies are out of alignment, loosen
the contact-assembly mounting screws and position the
individual assembly. Before retightening the screws,
check that the spring contacts line up with each other.

3.53 Universal Contact-Lever: (BS3C and BS6L) With the*]
stripper bail in its extreme forward position, there
should be Min .007", Max .010” clearance between the lower
bifurcated contact springs and their associated stops—measured
at the ends of the stops. «

(a) To adjust, loosen the mounting screws friction-tight
and position the universal contact lever.

I.- I
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4. MECHANICAL TIMER FOR BS3C AND BSGL

Note: If necessary, to check the requirements in Para-*]
graphs 4.01 to 4.10, inclusive, remove the mechanical
timer as follows : "

(1) Disconnect the two external wires from the connecting-
block, taking care to note their position so that they
may be put back correctly.

(2) Rest the unit on its top.

(3) Remove the nearest and the center mounting screws of
the side-plate extension at the left. Loosen, but do not
remove, the farthest mounting screw.

(4) Lift the side-plate extension up and out of the way.

(5) With a 541A wrench, loosen, but do not remove, the
mounting screws at the front of the timer (now rear,
with the unit on its top), opposite the main shaft. +—

(6) Remove the mounting screw at the front of the timer,+=
(7) The timer assembly may then be lifted out.
401 Timer-Shaft Endplay: The timer shaft should have
some endplay, not more than .002". Fig 32
(a) To adjust: Position the collar on the timer shaft.

CONTACT BAIL
LATCH

BLOCKING BAIL
CONTACT BAIL

LEVER BLOCKING LEVER
LOCATING
COLLAR
LATCH BAIL
= ——SOME END PLAY,
TIMER GEAR T T LT T NOT OVER .0Q2"

402 Cam Followers should ride fully on their respective
cams on the timer-sleeve. Fig 32

(a) Gauge by eye.

(b) To adjust: Position the collars associated with the cam-
followers.,
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403 Blocking-Bail Spring: It should require Min 1/4 oz,
Max 3/4 oz to just start the blocking bail moving.

Fig 33

(a) To gauge: Hold the tripbar free in its slot, hook the

pull-end of the scale over the blocking bail at the spring
hole and pull horizontally in line with the spring.

TRIP BAR |
<—REAR PLATE
_ ®
O n[ e D

*. TO 2 0z5—
BLOCKING BAIL

Fig 33

404 Contact-Lever Spring: It should require Min 14 oz,
Max 17 oz, to just start the lever moving. Fig 34

(a) To gauge: Rotate the timer shaft until the contact lever
is on the peak of its cam and unhook the contact-bail
spring from the contact lever. Hook the pull-end of the
scale over the contact lever at the contact-lever spring hole

| * U
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and pull horizontally in line with the spring. Rehook the
contact-bail spring.
Note: The contact-lever-spring tension may be checked
without removing the timer by using the push-end of
the scale on the contact lever.

Note: On some older models of the BS3C, a spring
tension of Min 10 oz, Max 12 oz, may be found. It is

suggested that such springs be replaced by the
TP22015 spring with the higher tension.

I
\m z 702 ozs.
l\'\-“
S
H

CONTACT BAIL LATCH SPRING

14TO 17 02s

CONTACT LEVER
SPRING

405 Contact-Bail-Latch Spring: It should require Min 1/4
oz, Max 3/4 oz, to just start the latch moving. Fig 34

(a) To gauge: Rotate the timer shaft to its stop position,
apply the push-end of the scale to the latch at the

spring hole and push horizontally at right angles to the
long portion of the lever.

4.06 Contact-Bail Blocking-Lever Spring: It should require

Min 1/2 oz, Max 1 oz, to just start the lever moving.

Fig 35

(a) To gauge: Rotate the timer shaft to its stop position

and hold the blocking-lever latch clear of the contact-

bail blocking-lever. Apply the push-end of the scale to the

blocking-lever at the spring hole and push horizontally at
right angles to the long portion of the lever,
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— 3 70 1 0Z.
CONTACT BAIL BLOCKING
LEVER SPRING ‘
@ BLOCKING LEVER
CONTACT BAIL LATCH
BLOCKING LEVER @)
A
@ CAM SLEEVE

Fig 35

407 Blocking-Bar Operating-Lever Spring: It should require
Min 3/4 oz, Max 1-1/4 oz, to just start the lever moving.

Fig 36

(a) To gauge: Rotate the timer shaft until the operating
lever is on the low part of its cam, apply the push-end

of an 8-oz scale to the operating lever at the spring hole and
push horizontally at right angles to the long portion of the
lever. Make sure the blocking bar does not interfere while

gauging.
BLOCKING LEVER SPRING
1'-.-'1-' i
3% TO | )y 0Zs.
BLOCKING BAR —w= %
~
“\‘%_ '
-"—\/_ B

BLOCKING LEVER

CAM SLEEVE

| | ' 4
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408 Blocking-Lever-Latch Spring: It should require Min
1/4 oz, Max 3/4 oz, to just start the latch moving.

Fig 37

(a) To gauge: Rotate the timer shaft to its stop position,
hook the pull-end of the scale over the latch at the
spring-hole and pull horizontally in line with the spring.

BLOCKING LEVER
LATCH SPRING

8.7 L9 §\\Cj& TO 3, 0zs.

CONTACT
B -
KING
LEVER "'__"Eh?g&lﬂﬂ LEVER
CAM SLEEVE
LATCH BAIL -

Fig 37
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409 Tripbar Spring: It should require Min 3/4 oz, Max
. 1-1/4 oz, to just start the tripbar moving. Fig 38

(a) To gauge: Rotate the timer shaft to its stop position,
apply the push-end of the scale to the top surface of

the tripbar and push horizontally in line with the bar.

3 TO 14 ozs.

TRIP BAR
—REAR PLATE

?

o [N
B
L(

TRIP BAR
SPRING

BLOCKING BAR

Fig 38

4.10 Timer Contacts should meet the following requirements :

(a) The infulator of the swinger contact spring should be

approximately centered with respect to the contact-bail
extension. To adjust, loosen the contact-assembly mount-
ing screws and position the assembly, Tighten the mounting
SCrews.

(b) Hook an B-oz scale as close as possible to the contact

point of the short contact spring and pull horizontally
at right angles to the backstop. Each portion of the bi-
furcated short springs should have a tension of Min 1 oz
Max 2-1/4 oz against its associated backstop. The contact
swinger should be held clear when checking the upper
spring. To adjust, bend the contact spring. Fig 39

. I .
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SWINGER CONTACT SPRIN

| TO 2V/4 0Z2S5.— —| TO 2174 0ZS.

- il

L 1 I

INSULATOR BACKSTOP SHORT CONTACT SPRING

Fig 39

(c) Hook an 8-oz scale to the swinger at the contact point

and pull horizontally at right angles to the spring. It
should require Min 1 oz, Max 2-1/2 oz to just separate the
contacts of the swinger from the contacts of the upper
spring. To adjust, bend the swinger contact spring. Fig 40

-WINGER CONTACT

SPRING I TO E[/z 0Zs.
-
UPPER SHORT
CONTACT SPRING
Fig 40
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(d) There should be at least .015” clearance between the
contacts of the swinger and the contacts of the lower
spring. To adjust, refine (b) and (c) above. Fig 41

SWINGER
CONTACT SPRING

| [=—AT LEAST 015"

LOWER SHORT
CONTACT SPRING

Fig 41

Note: Replace the mechanical timer in the reverse order
of the Note directly under the heading of Part 4.

411 Timer Position: There should be a barely perceptible
amount of backlash between the timer gear and the
pinion on the main shaft.
(a) Gauge by eye and feel.
(b) To adjust: Loosen the mounting screws with the 541A
wrench, press the right-hand end of the timer (as
viewed from the rear with the unit resting on its top)
down against its mounting screw and partially tighten the
right-hand mounting screw. Press down slowly on the left-
hand side until the proper backlash is obtained. Tighten all
mounting screws,
412 Sensing-Bail should be in line with the No. 4 cam on
the selector-sleeve. Fig 42
(a) Gauge by eye.
(b) To adjust: Loosen the two screws which mount the

sensing-bail bracket and position the bracket by means
of its mounting holes. Tighten the screws.

(N ] . [ |







